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SCALE:A CONCEPTUAL SITE PLAN 
1" = 30'


LANDSCAPE AREA


CONCRETE PAVING


STANDARD PARKING STALL
PER CITY REQUIREMENT


9'
.


TYP. ACCESSIBLE PARKING STALL
WITH 5' ACCESS AISLE
PER CBC 2019 11B 502.2


18'.


9'
.


5'
.


9'
.


8'
.


CLEAN AIR PARKING STALL:
PAINT, IN THE PAINT USED FOR
STALL STRIPING, THE FOLLOWING
CHARACTERS SUCH THAT THE
LOWER EDGE OF THE LAST WORD
ALIGNS WITH THE END OF STALL
STRIPING AND IS VISIBLE BENEATH
A PARKED VEHICLE:18'.
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ELECTRIC VEHICLE
CHARGING STATION:
EVCS STALL SHALL
PROVIDE SURFACE
MARKING STATING


" EV CHARGING ONLY"


IN LEFTTER 12" HIGH
MINIMUM.
THE LOWER EDGE OF THE
LAST WORD ALIGNS WITH
THE END OF STALL
STRIPING AND IS VISIBLE
BENEATH A PARKED
VEHICLE


PER CBC 2019 11B-812.9
NOTE:FUTURE CHARGING
SPACES QUALIFY AS DESIGNATED
PARKING AS DESCRIBED IN
SECTION 5.106.5.2 SHALL PROVIDE
SURFACE MARKING STATING
"CLEAN AIR/VANPOOL/EV"
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BUILDING AREA


1. THE SITE PLAN SHALL MEET ALL ENGINEERING & NPDES
REQUIREMENTS.


2. GENERAL CONTRACTOR TO REVIEW THE SOILS REPORT
AND ALL AMMENDMENTS LISTED ON THE TITLE SHEET
AND FOLLOW ALL RECOMMENDATIONS.


3. U.O.N., ALL DIMENSIONS TO CONCRETE WALLS AND
CURBS ARE EITHER TO THE CENTER (SHOWN WITH A
CENTERLINE) OR FACE OF THE WALL OR CURB. ALL
DIMESIONS TO FRAMED WALLS ARE EITHER TO THE
CENTER LINE OF THE WALL FRAMING (SHOWN WITH A
CENTERLINE) OR THE FACE OF THE WALL FINISH.


4. REFER TO CIVIL, AND MEP PLANS TO CONFIRM UTILITY
INFORMATION SHOWN ON THE ARCHITECT'S SITE
PLAN AND FOR ADDITIONAL UTILITY INFORMATION.
GENERAL CONTRACTOR TO COORDINATE ALL  POINTS
OF CONNECTION.


5. REFER TO CIVIL DRAWINGS FOR ALL FINISHED
GRADES AND SLOPES. ALL FINISHED GRADES TO
PROVIDE POSITIVE DRAINAGE AWAY FORM THE
BUILDING. GENERAL CONTRACTOR TO FIELD VERIFY.


6. ALL ACCESSIBLE ROUTES INDENTIFIED ON THE SITE
PLAN DRAWINGS CONFORM TO THE FOLLOWING:


a) SLOPES IN THE DIRECTION OF TRAVEL
DO NOT EXCEED 5%. CROSS SLOPES
DO NOT EXCEED 2%.


b) THE CLEAR WIDTH OF ALL WALKWAYS IS 4'-0"
MIN.


c) CHANGES IN LEVEL UP TO 1/2" COMPLY w/
11/A0.2.1. CHANGES IN LEVEL GREATER THAN 1/2"
IF THEY OCCUR ARE RAMPED. SEE PLANS


d) THE VERTICAL CLEARANCE ALONG THE
ACCESSIBLE ROUTE IS 80" MIN.


7. ALL PAVED AND LANDSCAPED AREAS TO BE BOUND BY
A MIN. 6" HIGH, 6" WIDE CONCRETE CURB U.O.N.


8. A CONCRETE MOW STRIP EXTENDING 12" BEYOND EA
END OF THE OPENING SHALL BE PROVIDED @ ALL
EXTERIOR GLAZING WHERE THE SILL IS WITHIN 3'
VERICAL OF THE FINISH GRADE.


9. A CONCRETE SPLASH BLOCK SHALL BE PROVIDED AT
THE BASE OF ALL EXTERIOR DOWNSPOUTS THAT
DISCHARGE ON SURFACES OTHER THAN CONCRETE.


10. PROVIDE PIPE BOLLARD PROTECTION POSTS AS
REQUIRED BY UTILITY COMPANIES AND OR FIRE
AUTHORITIES AT ALL EXTERIOR ELECTRICAL EQUIPMENT
AND FIRE PREVENTION DEVICES. IF PIPE BOLLARD
PROTECTION POST DETAILS ARE NOT PROVIDED  BY
UTILITY COMPANIES AND OR FIRE AUTHORITY


11. ALL EXPOSED BIORETENSION DEVICE COVERINGS
SHALL BE PAINTED FORREST GREEN.


12. WHERE OCCURS, GENERAL CONTRACTOR TO
PROVIDE FLUID APPLIED DAMP PROOFING AT ALL
RETAINING AND PLANTER WALLS  WHERE THE SIDE OF
THE WALL OPPOSITE THE SOIL SIDE IS EXPOSED TO
VIEW AND ALL EXTERIOR WALLS WHERE THE
ADJACENT FLOOR SLAB IS BELOW GRADE.


CONTACT:  JOHN DIEMER / VICE PRESIDENT OF CONSTRUCTION
ADDRESS: 2350 N. UNIVERSITY DRIVE #848300


PHONE - CELL:     609-634-6908
EMAIL:  JOHN.DIEMER@ONECORPGLOBAL.COM


DEVELOPER/OWNER


HERDMAN ARCHITECTURE & DESIGN, INC.
100 BAYVIEW CIRCLE, suite 100
NEWPORT BEACH, CA 92660
CONTACT: BRIDGET HERDMAN
PHONE: 714.389.2800
EMAIL: BRIDGET@HERDMAN-AD.COM


APPLICANT'S REPRESENTATIVE/ARCHITECT


TWO NEW SPECULATIVE CONCRETE TILT-UP BUILDINGS FOR
WAREHOUSE & OFFICE USE. INCLUDES SITE IMPROVEMENTS
AS SHOWN.


LEGAL DESCRIPTION
ASSESSOR'S PARCEL NO:
SEE SHEET C1 FOR LEGAL DESCRIPTION


VICINITY MAP


102 PROPOSED DRIVEWAY, PER JURISDICTIONAL
STANDARDS.


105 CONCRETE PAVING.
106 PROPOSED LANDSCAPED AREA. SEE LANDSCAPING


PLANS.
107 (N) SIDEWALK. SEE LANDSCAPING PLANS FOR


DECORATIVE TREATMENT WHERE OCCURS.
114 ACCESSIBLE SITE ENTRANCE SIGN.
124 EXETRIOR CONCRETE LANDING.
127 CONCRETE STAIR ON GRADE TYPE "C".
135 PAINTED CONCRETE TILT-UP SCREEN WALL OR TRASH


ENCLOSURE WALL. PAINT BOTH SIDES AND TOP OF
WALL. SEE ARCHITECTURAL DRAWINGS FOR COLOR
SCHEDULE.


140 TRASH ENCLOSURE w/ ROOF COVERING.


149 CONCRETE TRUCK RAMP w/ 42" HIGH CONCRETE TILT-UP
GUARD ON OPEN SIDE(S). PAINT ALL SIDES OF GUARD
WALLS AND HANDRAILS.SEE ARCHITECTURAL
DRAWINGS FOR COLOR SCHEDULE.


150 STEEL PIPE BOLLARD PROTECTION POST.


KEYNOTES


SITE PLAN GENERAL NOTES


A0 TITLE SHEET
A1         SITE PLAN
A2.1        BUILDING-1 FLOOR PLAN


A3.1        BUILDING-1 ROOF  PLAN


A4.1        BUILDING-1 EXTERIOR ELEVATIONS


A5         SITE PHOTOS
C1.00       PRELIMINARY GRADING & DRAINAGE PLAN
C2.00       PRELIMINARY STORM WATER CONTROL PLAN
C2.01       PRELIMINARY STORM WATER TABLE & SECTIONS
C3.00       PRELIMINARY UTILITY PLAN


SHEET INDEX


SITE LEGEND


PHONE - OFFICE: 954-499-8663
PEMBROKE PINES. FL. 33084
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A1
SITE PLAN


A2.2        BUILDING-2 FLOOR PLAN


A3.2        BUILDING-2 ROOF  PLAN


A4.2        BUILDING-2 EXTERIOR ELEVATIONS


L1.00       PRELIMINARY PLANTING PLAN
L2.00       PRELIMINARY LANDSCAPE DETAILS
L3.00       PRELIMINARY IRRIGATION DETAILS
L4.00       PRELIMINARY PLANT PALETTE


VEGETATED FLOW-THRU PLANTER
BIOSWALE - SEE CIVIL DRAWINGS


PROJECT
LOCATION


146 2 POSITION BIKE RACK BY "DERO ROUNDRACK"
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SCALE:A TRUCK MOVEMENTS AND FIRE LANE SITE PLAN
1" = 30'


LANDSCAPE AREA


CONCRETE PAVING


PATH OF TRAVEL


PROPERTY LINE


DOCK HIGH DOOR


DRIVE THRU. DOOR


BUILDING AREA


102 PROPOSED DRIVEWAY, PER JURISDICTIONAL
STANDARDS.


105 CONCRETE PAVING.
106 PROPOSED LANDSCAPED AREA. SEE LANDSCAPING


PLANS.
107 (N) SIDEWALK. SEE LANDSCAPING PLANS FOR


DECORATIVE TREATMENT WHERE OCCURS.
114 ACCESSIBLE SITE ENTRANCE SIGN.
124 EXETRIOR CONCRETE LANDING.
127 CONCRETE STAIR ON GRADE TYPE "C".
135 PAINTED CONCRETE TILT-UP SCREEN WALL OR TRASH


ENCLOSURE WALL. PAINT BOTH SIDES AND TOP OF
WALL. SEE ARCHITECTURAL DRAWINGS FOR COLOR
SCHEDULE.


140 TRASH ENCLOSURE w/ ROOF COVERING.


149 CONCRETE TRUCK RAMP w/ 42" HIGH CONCRETE TILT-UP
GUARD ON OPEN SIDE(S). PAINT ALL SIDES OF GUARD
WALLS AND HANDRAILS.SEE ARCHITECTURAL
DRAWINGS FOR COLOR SCHEDULE.
STEEL PIPE BOLLARD PROTECTION POST.
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A1.1
SITE PLAN


VEGETATED FLOW-THRU PLANTER
BIOSWALE - SEE CIVIL DRAWINGS


146 2 POSITION BIKE RACK BY "DERO ROUNDRACK"
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FIRE DEPT. CONDITIONS OF APPROVAL
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LANDSCAPE PLAN


L1.00


3/22/2022   SD PACKAGE


BIORETENTION AREA, TYP, SCD


RETAINING WALL, TYP, SCD


PEDESTRIAN PAVING, TYP, SCD


STATEMENT OF COMPLIANCE WITH MUNICIPAL CODE 17.44.060(L) - SPECIAL LANDSCAPE REQUIREMENTS


Landscape design includes perimeter planting along property line, around parking lots and drive aisles; Tree shading diagram is shown on landscape sheet L1.01; A combination of continuous planting strips, planter fingers and parking islands are provided 
throughout the parking lot as shown below:
      1.   Surface parking areas are screened from streets and adjoining properties. Open space areas between the property line and public street right-of-way are landscaped with trees, shrubs, and ground covers. Screening between residential and 
   nonresidential uses shall be at least five (5) feet in height. Parking lot landscaping designed such that pedestrians are not required to cross unpaved areas to reach building entrances from parked cars.
      2.   Landscaping is designed and will be maintained to screen vehicles to a minimum height of thirty (30) inches, using plants. Planting materials will maintain clearance at all vision triangles, where applicable and will not exceed thirty (30) inches in   
   height at full maturity.
      3.   Per sheet L1.01 Parking lot landscaping includes shade trees such that fifty percent (50%) coverage of the total parking area is shaded with tree canopies within fifteen (15) years of securing building permit and eighty-five percent (85%) coverage at  
   full maturity. Final shade tree selection to be approved by the Community Development Director. All trees shall to be a minimum fifteen (15)-gallon size at planting.


NO TREES IN OPEN SPACE; NO TREE REMOVALS 
REQUIRED FOR PROJECT IMPLEMENTATION.


NO TREE REMOVALS REQUIRED 
ALONG PROPERTY LINE FOR PROJECT 


IMPLEMENTATION.
9/12/2022 SD RESUBMITTAL
3/22/2022 SD PACKAGE







PARKING STALL 
SHADE CALCS


L1.01


3/22/2022   SD PACKAGE


STATEMENT OF COMPLIANCE WITH PARKING LOT SHADING REQUIREMENTS PER 17.44.060(L).3


Parking lot landscaping includes shade trees such that fifty percent (50%) coverage of the total parking area is shaded with tree canopies within fifteen 
(15) years of securing building permit and eighty-five percent (85%) coverage at full maturity. Final shade tree selection to be approved by the   
Community Development Director. All trees shall to be a minimum fifteen (15)-gallon size at planting.


9/12/2022   SD RESUBMITTAL







LANDSCAPE 
DETAILS


L2.00


3/22/2022   SD PACKAGE
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IRRIGATION 
WATER USE PLAN


L3.00


3/22/2022   SD PACKAGE
9/12/2022   SD RESUBMITTAL







IRRIGATION 
DETAILS


L3.01


3/22/2022   SD PACKAGE
9/12/2022   SD RESUBMITTAL







TREES


ACER BUERGERIANUM


ADENANTHOS SERICEUS


ACACIA COGNATA COUSIN ITT


MUHLENBERGIA RIGENS


ACACIA REDOLENS ‘DESERT CARPET’


CALLISTEMON VIMINALIS ‘LITTLE JOHN’ CHONDROPETALUM TECTORUM JUNCUS PATENS MAHONIA AQUIFOLIUM ‘COMPACTA’ MUHLENBERGIA RIGENS


NANDINA DOMESTICA ‘MONFAR’


ARCTOSTAPHYLOS CUNEATUS ‘CORAL DRIFT’


SALVIA LEUCOPHYLLA


ARCTOSTAPHYLOS UVA URSI ‘GREEN SUPREME’ BACCHARIS PULLRIS ‘PIGEON POINT’ CEANOTHUS GRISEUS HORIZONTALIS ‘YANKEE 
POINT’


SEDUM SPP COPROSMA PETRIEI ‘VERDE VISTA’ VERBENA PERUVIANA


CALLISTEMON ‘LITTLE JOHN’ DIETES BICOLOR ERIOGONUM GRANDE RUBESCENS GREVILLEA ‘SUPERB’ LOROPETALUM ‘EMERALD SNOW’


ERIOGONUM FASCICULATUM ‘WARRINER LYTLE’ GREVILLEA ‘NOELLII’ RIBES VIBURNIFOLIUM LAVATERA MARITIMA RHAMNUS CALIFORNICA


CERCIS OCCIDENTALIS PLATANUS X ACERFOLIA GINKGO BILOBA ‘SARATOGA’ QUERCUS AGRIFOLIA


LARGE SHRUBS


MEDIUM - SMALL SHRUBS


GROUNDSCOVERS


STORMWATER


PRELIMINARY 
PLANT PALETTE


L4.00


3/22/2022   SD PACKAGE
9/12/2022   SD RESUBMITTAL






