




















Design Flows Primary Sludge Pumps (PC 3) RAS Pumps (42PMP001, 42PMP002, 42PMP003, 42PMP004) Sodium Bisulfite

Avg Dry Weather (ADWF), mgd 4.06 No. 2 No. of Pumps 4 No. of Tanks 2

Maximum Month (MM), mgd 6.1 Type

CENTRIFUGAL, 

RECESSED IMPELLER Type

NON‐CLOG 

CENTRIFUGAL Tank Volume, gallons 7,000

Maximum Day (MD), mgd 11.3 Capacity per Pump, gpm 175 Capacity per Pump, gpm 1,040 No. of Metering Pumps 3

Peak Hour, mgd 20.0 TDH, ft 65 TDH, ft 20 Metering Pump Type PERISTALTIC

Motor Size, hp 10 Motor Size 10 Dechlorination Metering Pumps (1+1), gph 0‐50

Design Influent Loadings  Motor Control CONSTANT Motor Control VARIABLE SPEED Dechlorination Metering Pumps (1), gph 0‐250

ADWF Suspended Solids Load, lbs/day 10,500 Design Dose, mg/L 8‐20

ADWF cBOD Load, lbs/day 10,500 Primary Scum Pumps (PC 3) WAS Pumps (42PMP031, 42PMP032)

ADWF Ammonia Load, lbs/day 1,050 No. 1 No. of Pumps 2 Solids Handling Facilities

ADWF TKN Load, lbs/day 1,590 Type SUBMERSIBLE, CHOPPER Type

NON‐CLOG 

CENTRIFUGAL ADWF Sludge Loads

Capacity per Pump, gpm 150 Capacity per Pump, gpm 75 Primary, lbs/day 3,180

MM Suspended Solids Load, lbs/day 13,300 TDH 65 TDH, ft 10 WAS, lbs/day 2,500

MM cBOD Load, lbs/day 12,300 Motor Size, hp 5 Motor Size 5 MM Sludge Loads

MM Ammonia Load, lbs/day 1,230 Motor Control CONSTANT Motor Control CONSTANT Primary, lbs/day 9,970

MM TKN Load, lbs/day 1,870 WAS, lbs/day 4,260

Aeration Basins Effluent Disinfection

Influent Flow Meter No. of Trains 2 Ex. Chlorine Contact Basin Gravity Sludge Thickener

Type Parshall Aeration Train Dimensions No. of Basins 2 No. and Diameter 1@ 40 ft

No. 2 Length, ft 190 Side Water Depth 4.5 Surface Area, ft2 1,257

Throat Size, Inches 18 Width, ft 42 Length 25.7 Side Water Depth 8

Maximum Capacity, mgd 10 Side Water Depth, ft 14.7 Width 29.4 Volume, MG 75,200

Volume per Train, MG 0.8 Total  Volume, gallons 46,500 MM Solids Loading Rate, lbs/day/ft2 11.3

Influent Screens

Mechanical  Screen Type Perforated Plate Nitrification/Denitrification Mode New Chlorine Contact Basin Primary Scum Pumps (PC 3)

No. of Screens 2 Aerobic Solids Residence Time, days 6.5 No. of Basins 2 No. 1

Opening Size, mm 6 Approximate MM MLSS Concentration, mg/L 3,500 Side Water Depth 15 Type

SUBMERSIBLE, 

CHOPPER

Capacity per Screen, mgd 12 Mixed Liquor Recirculation Pump Length 27.3 Capacity per Pump, gpm 150

Type PROPELLER Width 22.5 TDH 65

Influent Pump Station No. per Train 1 Total  Volume, gallons 137,600 Motor Size, hp 5

Pump Type Submersible MM Flow Rate, gpm 6,300 No. of Passes 6 Motor Control CONSTANT

No. of Pumps 4 (3 duty, 1 standby) Motor Size per Unit, HP 5 Theoretical  Contact Time at MM, minutes 43.5

Capacity per Pump, mgd 6.7 Motor  Control VARIABLE SPEED Theoretical  Contact Time at MD, minutes 23.5 Gravity Thickened Sludge Pumps

TDH, ft 35 Theoretical  Contact Time at PH, minutes 13.3 No.  2

Firm Pumping Capacity, mgd 20.1 Contact Stabilization Mode Type PROGRESSIVE CAVITY

Total Pumping Capacity, mgd 26.8 Initiation Flow Set Point, mgd 9.0 Effluent Pumping Capacity, gpm 150

Motor Size, HP 60 Approximate MLSS Concentration, mg/L 1,500 No. of Pumps 3 TDH, ft 35

Motor Control VARIABLE SPEED Type VERTICAL TURBINE Motor Size, hp 5

Aeration Blowers Capacity, mgd 14.2 Motor  Control Variable Speed

Grit Removal Number 3 TDH, ft 230 ft

Type Vortex Type HIGH SPEED TURBO Motor Size, hp 450 Rotary Drum Thickener

No of Units 1 Capacity per Unit, scfm 4,000 Motor Control VARIABLE SPEED No. of Units 2

Diameter of Unit, ft 16 Discharge Pressure, psig 8.5 Capacity per Unit, gpm 150

Capacity per Unit, mgd 20 Motor Size per Unit,  HP 200 3W Pumps

Motor Control VARIABLE SPEED No. of Pumps 2 Thickened Sludge Pumps

Existing Primary Clarifiers (PC 1 and PC 2) Type VERTICAL TURBINE No. of Units 2

No.  And Diameter 2@ 45 ft diameter New Secondary Clarifiers (SC 1 and SC 2) Capacity, gpm 400 Capacity per Unit, gpm 50

Capacity per Unit, mgd 4 No. and Diameter 2 @ 65 ft TDH, ft 150 TDH, ft 330

Side Water Depth, ft 8.5 Side Water Depth, ft 18 Motor Size 15 Motor Size, hp 10

Surface Area Each, ft
2

1,590 Surface Area per Clarifier, ft
2

3,318 Motor Control VARIABLE SPEED Motor Control VARIABLE SPEED

MM SOR (GPD/SF) 1,260 Volume per Clarifier, MG 0.45

MM Detention Time (hrs) 1.2 Maximum Return Rate per Clarifier, MGD 3.0 Ferric Chloride Solids Dewatering (new unit)

Surface Overflow Rate at MM, gpd/ft
2

542 No. of Tanks 1 No.  1

 New Primary Clarifier 3

Solids Loading Rate at MM (50% RAS Rate, All  Clarifiers 

in Service), gpd/ft2  29 Tank Volume, gallons 5,000 Capacity per Unit, gpm 150

No.  And Diameter 1 @ 45 ft diameter

Solids Loading Rate at PH (50% RAS Rate, All Clarifiers 

in Service), gpd/ft
2

34 No. of Metering Pumps 3 Motor Size (Back Drive + Main Drive), hp 65

Capacity, mgd 4 Metering Pump Type PERISTALTIC

Side Water Depth, ft 14 Ex. Secondary Clarifiers (SC 3 and SC 4) Metering Pump Capacity (2+1), gph 0‐50

Surface Area, ft2 1,590 No. and Diameter 2 @ 45 ft Design Dose, mg/L 1 ‐ 20 mg/L

MM SOR, GPD/SF 1,260 Side Water Depth (SC 3 and SC 4), ft 12

MM Detention Time (hrs) 1.7 Surface Area per Clarifier, ft
2

1,590 Sodium Hydroxide

Volume per Clarifier, MG 0.14 No. of Tanks 1

Primary Sludge Pumps (PC 1 and PC 2) Maximum Return Rate per Clarifier, MGD 1.3 Tank Volume, gallons 5,000

No. 2 Surface Overflow Rate at MM, gpd/ft2 503 No. of Metering Pumps 2

Type

CENTRIFUGAL, 

RECESSED IMPELLER

Solids Loading Rate at MM (50% RAS Rate, All  Clarifiers 

in Service), gpd/ft
2 

22 Metering Pump Type PERISTALTIC

Capacity per Pump, gpm 175

Solids Loading Rate at PH (48% RAS Rate, All Clarifiers 

in Service), gpd/ft2 31 Metering Pump Capacity, gph 0‐50

TDH, ft 65 Design Dose, mg/L 1‐40 mg/L

Motor Size, hp 10 Ex. Secondary Clarifier (SC 5)

Motor Control CONSTANT No. and Diameter 1 @ 45 ft Sodium Hypochlorite

Side Water Depth, ft 18 No. of Tanks 2

Primary Scum Pump (PC1/2) Surface Area per Clarifier, ft
2

1,590 Tank Volume, gallons 7,000

No. 1 Volume per Clarifier, MG 0.14 No. of Metering Pumps 4

Type

PROGRESSIVE 

CAVITY Maximum Return Rate per Clarifier, MGD 1.3 Metering Pump Type PERISTALTIC

Capacity per Pump, gpm 150 Surface Overflow Rate at MM, gpd/ft
2

503 Metering Pump Capacity

TDH 65

Solids Loading Rate at MM (50% RAS Rate, All  Clarifiers 

in Service), gpd/ft2  22 Disinfection Metering Pumps (1+1), gph 0‐250

Motor Size, hp 5

Solids Loading Rate at PH (48% RAS Rate, All Clarifiers 

in Service), gpd/ft
2

31 Disinfection ‐ RAS Chlorination (1+1), gph 0‐50

Motor Control CONSTANT Disinfection Dose, mg/L 15‐35
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